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Qwest® Standard Modem: Actiontec® GT701 
 

How to Configure the Onboard Firewall 
 
 
 
The Qwest® Standard Modem: Actiontec® GT701 includes a configurable firewall. You can configure it to 
allow or disallow Internet traffic by protocol and application type.   
 
 
 
1. Enter “192.168.0.1” in the Address bar of your Internet browser, which automatically opens the 

“General Status” page. Select the Advanced Setup tab. 
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2. Scroll down and select the Firewall Settings link. 
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3. Select the desired radio button depending on your networking needs:  
 

• Custom 
• High  
• Medium 
• Low 
• Off 

 
Then, select Apply to save your settings. 
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4. You can modify firewall settings by selecting or deselecting protocols in the firewall table.   
 

Note: A box with a check mark indicates the service is open (allowed). An empty box 
indicates the service is closed (blocked). 

 
High Security Level  

  Service Port In Out 

 HTTP 80   √ 

 DNS 53   √ 

 FTP 20,21     

 TELNET 23     

 SMTP 25 √ √ 

 POP3 110 √ √ 

 NNTP 119     

 REAL A/V 7070     

 ICMP N/A   √ 

 H323 1720     

 T120 1503     

 SSH 22     

 IMAP 143 √ √ 

 HTTPS 443 √ √ 

 IMAPS 993 √ √ 

 POP3S 995 √ √ 
 

 

Medium Security Level  

  Service Port In Out 

 HTTP 80   √ 

 DNS 53   √ 

 FTP 20,21   √ 

 TELNET 23   √ 

 SMTP 25 √ √ 

 POP3 110 √ √ 

 NNTP 119   √ 

 REAL A/V 7070 √ √ 

 ICMP N/A   √ 
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 H323 1720   √ 

 T120 1503 √ √ 

 SSH 22   √ 

 IMAP 143 √ √ 

 HTTPS 443 √ √ 

 IMAPS 993 √ √ 

 POP3S 995 √ √ 
 

Low Security Level  

  Service Port In Out 

 HTTP 80   √ 

 DNS 53 √ √ 

 FTP 20,21   √ 

 TELNET 23   √ 

 SMTP 25 √ √ 

 POP3 110 √ √ 

 NNTP 119   √ 

 REAL A/V 7070   √ 

 ICMP N/A √ √ 

 H323 1720 √ √ 

 T120 1503 √ √ 

 SSH 22 √ √ 

 IMAP 143 √ √ 

 HTTPS 443 √ √ 

 IMAPS 993 √ √ 

 POP3S 995 √ √ 
 

 

Off Security Setting  

 NAT(Network Address Translation) only. 
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5. Select the Custom radio button on the “Firewall Settings” page to enable or disable applications and 
protocols. 

 
Note: A box with a check mark indicates the service is open (allowed). An empty box indicates 
the service is closed (blocked). 

 
Then, select Apply. 
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6. A “Thank You” page appears briefly. After configuration is complete, you’re automatically redirected 
to the “Firewall Settings” page. 

 
 

 


